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Found a fl oor you like? 
Visualize it in your home!
< Use our room visualiser
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Intoo

Intoo loose lay planks and tiles are easy to 
lift, remove and reuse, making it a hassle-free 
solution for office, retail and hospitality projects. 
Your sub-floor will remain accessible and intact, 
to ensure no disruption to business.  
The collection’s design allows you to mix structure 
and colour for a signature look. The warm, matte 
finish offers scratch and stain resistance for 
a comfortable and durable indoor space.

Uniting style  
with flexibility

Intro
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Designed 
to fi t life 
Loose lay
build-up
1. Lacquer

2. Wearlayer

3. Design layer

4. PVC Impregnation layer

5. Glass fi bre

6. Compact middle layer

7. Glass fi bre

8. Backing
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Made to last 
 Excellent dimensional stability
 Superior scratch & stain   

 resistancy
 Easy to move & lift

Made in Belgium
  In-house manufacturing expertise
  Support from local experts
  Production and service close to you

Looks natural 
Feels natural 

True to nature v-groove 
 on each side 

 Authentic detailing
 Natural patterns
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Galtymore Oak 
86936
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Standard 
planks

Square 
tiles

Standard 
tiles

9 wood colours,  
6 tile colours

Intoo  
Wood

Thickness 
(mm) Embossing Dimensions (mm)

Use  
classification Bevel

Wear layer 
(mm) Warranty

Standard 4,50
in register
& standard

1317 x 189
0,55 = 33
0,70 = 34

4-sided, 
refined 0,55 | 0,70

Residential: Lifetime
Commerical: 10 years*

Intoo  
Tiles

Thickness 
(mm) Embossing Dimensions (mm)

Use  
classification Bevel

Wear layer 
(mm) Warranty

Large 4,50 standard 659 x 329 
0,55 = 33
0,70 = 34

4-sided, 
refined 0,55 | 0,70

Residential: Lifetime
Commerical: 10 years*

Square 4,50 standard 493 x 493
0,55 = 33
0,70 = 34

4-sided, 
refined 0,55 | 0,70

Residential: Lifetime
Commerical: 10 years*

C
ollection overview
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Galway Oak 
87832

Intoo 
Wood

m2

/ box
pcs 
/ box

m2

/ pallet
pcs 
/ pallet

Dimensions 
(mm)

Standard plank 1,811 7 108,660 60 1317 x 189

Standard
planks
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C
ollection overview

Blackjack Oak 22229
Wear layer  |  55 & 70 

Country Oak 54991
Wear layer  |  55 *

Galtymore Oak 86936
Wear layer  |  55 *

Galtymore Oak 86237
Wear layer  |  55 *

Galway Oak 87832
Wear layer  |  55 *

Laurel Oak 51229
Wear layer  |   55 & 70

Laurel Oak 51282
Wear layer  |   55 & 70

Sierra Oak 58876
Wear layer  |   55 *

Sierra Oak 58346
Wear layer  |   55 & 70

* Wear layer 70 available on request.
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Triana
46922

Intoo 
Tiles

m2

/ box
pcs 
/ box

m2

/ pallet
pcs 
/ pallet

Dimensions 
(mm)

Standard tile 1,518 7 103,200 68 659 x 329 

Standard 
Tiles

10



C
ollection overview

Triana 46922
Wear layer  |  55 & 70 

Triana 46990
Wear layer  |  55 *

Triana 46233
Wear layer  |   55 & 70

* Wear layer 70 available on request.
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Mattina
46957

Intoo 
Tiles

m2

/ box
pcs 
/ box

m2

/ pallet
pcs 
/ pallet

Dimensions 
(mm)

Square tile 1,944 8 116,660 60 493 x 493

Square
Tiles
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C
ollection overview

Fiastra 46935
Wear layer  |  55 *

Triana 46957
Wear layer  |  55 & 70

Mattina 46930
Wear layer  |   55 & 70

* Wear layer 70 available on request.
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Moduleo Intoo is a smart fl ooring 
solution that’s easy to install. The 
planks and tiles can be installed 
using a tackifi er, a non-permanent 
adhesive. This allows you to easily 
remove and replace the fl ooring 
whenever you need access to the 
raised access fl oor.

Your fl oors and walls are 
bound to meet. So why not 
make it a smooth transition? Pick 
your favourite skirting to complete 
the look. 

1. Installation 2. Finishing
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Accessories

Take good care of your Moduleo 
Intoo fl oor and you will enjoy it for 
a lifetime.

3. Maintenance
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Installation

kg

Floor Prep
MODVFLOORPREP

 5

Floor Prep
An installation on tiles and not sure about the joints? 
Use Floor Prep , a ready-to-use levelling compound for smooting 
tile joints before installing the Flex Pro with your Intoo fl oor. 

 Ready to use, no mixing or primer needed 
 Easy to apply 
 Hardens quickly without shrinking 

Glue
Securing your LVT Design fl oor coverings onto your subfl oors? Our 
solvent-free adhesive will tackle the task. A qualitative adhesive for 
bonding LVT Design fl oor coverings onto sound and suitably dry 
subfl oors.

Pack

kg pc / pack 

Pressure Sensitive Adhesive
343669
MODVADHPS15

15 1

Pressure Sensitive Adhesive
343936
MODVADHPS5

5 1

  Guarantees perfect dimensional stability with Moduleo fl oors
  High residual tack
  Long working time

High temperature Adhesive
343937
MODVADHHT15

15 1 

High temperature Adhesive
343935
MODVADHHT5

5 1

  Guarantees perfect dimensional stability with Moduleo fl oors
  Ideal for spaces with a lot of direct sunlight

When you have extreme temperature fl uctuations and/or heavy traffi  c 
of heavy loads, opt for the fully glued installation with the Moduleo 
High Temperature adhesive.
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Underlay
When you want an installation on existing tiles, or an easy and 
clean uninstallation after use, opt for using the Flex Pro underlay.

Surface Area

Flex Pro
343518
MODVUDLFLEXPRO

- 6,5 m2

 Quick and clean installation​
 Creates a level base​
 Acoustic insulation

Finishing

Paintable &  
white skirtings

Colour matched  
skirtings

Piece

length mm width mm height mm

Scotia
345508
MODHSCOT19PAINT

2400 19 19

 Multi purpose surface:  
     can be left white or painted 

 Waterproof  
 100% recyclable

Piece

length mm width mm height mm

Standard skirting
MODVSKR(-) 2400 12,5 60

  Identical colour, identical texture 
  Scratch & wear resistant

Medium skirting
345506 
MODHSK58PAINT

2400 13 58

 Multi purpose surface:  
     can be left white or painted 

 Waterproof  
 100% recyclable

High skirting
345507 
MODHSK80PAINT

2400 15 80

 Multi purpose surface:  
     can be left white or painted 

 Waterproof  
 100% recyclable

Installation - Finishing
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 Optimum protection of your Moduleo fl oor  

 Eff ectively trap dirt, mud and debris 

Doormat

Piece

Entrance mat small length mm width mm height mm

Sand Grey  
345287 
SFDOORMATSANDS

600 900 8

Ash Grey  
345307 
SFDOORMATASHS

600 900 8

Carbon Grey  
345308 
SFDOORMATCARS

600 900 8

Entrance mat Large length mm width mm height mm

Sand Grey  
345311 
SFDOORMATSANDL

900 1500 8

Ash Grey  
345312 
SFDOORMATASHL

900 1500 8

Carbon Grey  
345313 
SFDOORMATCARL

900 1500 8

18



Maintenance
Floor care kit

Maintenance

Piece

Floor care kit
pc / 
pack 

length 
mm

width 
mm

height 
mm

MODCAREKITECO 6 - - 447

  All-in-one maintenance box for comprehensive fl oor care
  Contains 1 l of Floor cleaner, 250 ml of Spot cleaner 

      and 16 fl et pads

Piece

Floor Cleaner 1 L
pc / 
pack 

length 
mm

width 
mm

height 
mm

MODCLEANECO1000 6 90 76 270

  Biodegradable formula
  Protects your fl oor’s beautiful original character
  Developed for all Moduleo fl oors

Piece

Spot Cleaner 250 ML
pc / 
pack 

length 
mm

width 
mm

height 
mm

MODSPOTCLEAN 20 50 50 200

  Eliminates tough stains
  Gentle for your fl oor
  Biodegradable formula

M
aintenance
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Laurel Oak 
51282
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Technical 
  Specifications
Technical Specifications

Product information
Product norm EN ISO 10582:2018-01 (EN 16511)

Level of use EN ISO 10874 0,55 = 23 – 33 - 42* 
0,70 = 23 - 34 - 43

Total thickness   ISO 24346:2006-10 4,50 mm

Total mass per unit area EN ISO 23997:2012-02 4063 g/m² [-10%; +13%]

Wear layer EN ISO 24340:2012-02 0,55 | 0,70 mm

Size & packaging
Standard Plank ISO 24342:2018-11 1320 x 196 mm

Standard Tile ISO 24342:2018-11 659 x 329 mm

Square Tile ISO 24342:2018-11 493 x 493 mm

Box Standard Plank - 7 pcs/box - 1,811 m²

Box Standard Tile - 7 pcs/box - 1,518 m²

Box Square Tile - 8 pcs/box - 1,944 m²

Test results
Fire classification EN 13501-1:2018 Bfl-s1

Scratch resistance    EN 16094:2021-06 ≤ MSR-A1
≤ MSR-B1

Squareness & straightness EN ISO 24342:2018-11 Norm: ≤400mm: ≤0,25 mm | >400mm: ≤0,35mm

Slip resistance    EN 13893:2002-11 DS

Impact resistance EN 13329 - Annex F ≥ 1600 mm

Anti-static EN 1815:2016-09 Norm: ≤ 2 kV

Residual indentation EN ISO 24343-1:2012-01 Norm: ≤ 0,1 mm
Average production result: 0,05 mm

Displacement of furniture feet EN ISO 16581:2019-06 No visible damage

Curling EN ISO 23999:2021-11 Norm: ≤ | 2 | mm

Dimensional stability EN ISO 23999:2021-11 Norm: ≤ | 0,25 | %
Average measured production value: ≤ |0,05| %

Thermal resistance EN 12667:2001-01 0,01 m² K/W

Formaldehyde emmision EN 717-1:2004-10 E1 (≤ 0,124 mg/m³)

Acoustic insulation DIN EN ISO 717-2:2021-05 Glued down: ∆Lw = 6 dB
On a FlexPro underlay: ∆Lw = 10 dB

Castor chairs ISO 4918:2016-03 No delamination, no disturbance

Resistance against staining EN 438-2:2016+A1:2018-12 OK

Light fastness  ISO 105-B02:2014-09 Class ≥ 6

Floor heating Appropriate for all standard heating systems IN cement subfloors. Limited application with 
heating films and alternatives. Max contact temp ≤ 27°C. See separate installation instructions

Warranty years See warranty conditions   Commercial: 10 years

The warranty covers manufacturing defects and premature wear in the event of normal use. Unilin reserves the right to change or amend any written information without notice. 
Ensure the latest information is being consulted by referring to the website. We reserve all rights for technical improvements. Photographic images are not representative due to 
variations in colour printing. The representative samples shown are sectional definitions. For full design representation, please visit the website.

* Only valid for fully bonded installation, not on looselaid underlays.

Technical Specifi
cations
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Moduleo is a part of Unilin. 
From reducing emissions to generating renewable 
energy, discover how we are collectively embracing 
our responsibility.

  100% recyclable 
fl oors  

  We recycle old fl oors 
into new ones
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On the planet’s side. 
In it for the long run.  
Our planet is facing a huge challenge. 
And we are taking our responsibility. 
How? By producing our floors more 
consciously and designing them to 
last. And when they finally do wear 
out, we recycle them. Over and over 
again. In our in-house recycling facility 
we recycle old floors into new ones. 
Because today’s throwaway culture 
isn’t ours. We are in it for the long run. 
And our floors are too.

	 Designed to last  
	 Produced with  
green energy 

	 Made in Belgium

O
n the planet’s side
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LayRed | Millstone 
46200

Roots | Galtymore Oak 
86218

Design strip
Off  Black

Discover our 
click collection

LayRed engineered vinyl fl ooring 
with integrated underlay and easy 
click method 

Our LayRed collection is built to
make your fl oor update as easy as
possible. Extra strong and easier to
place. No demolishing or levelling
needed. It’s your go-to renovation
fl oor. A drill? No need for it. A dust
mask? Not this time.

LayRed
   Strong core
Beautiful design

 Extra strong
 Easy-click system
 Lifelike textures
 A fi nish that
matches the design
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Diamond Cubes  
630

Discover our  
dryback collections

Looking for something different? Feeling 
creative? Our Moods collection is your 
playground. The geometric shapes, 
graphic patterns and powdery new 
pastels are yours to have fun with.

	 Creative patterns
	 Made to last
	 Warm & silent
	 Looks & feels natural

Our Roots collection is as diverse and vivid as 
nature itself. From warm classics like oak and 
walnut to serene, natural stones and playful 
terrazzo. You’re bound to find a floor that fits 
your unique way of living.

Moods
   Creative designs
Your play

Roots
   Cleverly designed
Unique living

	 Natural patterns
	 Authentic detailing
	 Soft & silent
	 Made to last
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