
Product Information

FEATURES AND BENEFITS

GLASS
THICKNESS STAYCLEAR

MERSHIELD
GUARANTEE
10 YEARHEIGHT

STANDARD RANGE

1900

EASY STEP
Fit System

1

Align the horizontal 
and vertical profi les 
together.

turn

3

Secure screws 
into position using 
dedicated access
holes.

2

Slot the horizontal 
profi le and screws 
into upright profi le 
using guide channel 
until fl ush.

1 Door Quadrant Configuration

– Reversible

– Magnetic seals

– Mershield coating creates a smooth layer 
over the surface of the glass, inhibiting the 
build up of lime scale, making the glass 
easier to clean

– 20mm adjustment per wall profile 
height 1900mm

– Easy to install

CE STANDARDS

1 Door Quadrant

Code Size Adjustment

Min - Max

231230 800x800 770 - 790

231231 900x900 870 - 890

231615 1000x800 970 - 990
770 - 790

231398 1200x800 1170 - 1190
770 - 790

231233 1200x900 1170 - 1190
870 - 890

Size A B C

800x800 422 490 235
900x900 476 529 335
1000x800 422 490 435
1200x800 424 490 635
1200x900 475 529 635

A = Door Opening
B = Fixed Panel
C= Fixed Panel

AB

C


